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SERIES 3 MOTORISED SHUTTERS SUGGESTED
BULKHEAD DETAILS & OPERATIONAL CLEARANCES

INTERNAL BULKHEAD
CLEARANCE 800mm
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1. CLEARANCE REQUIRED TO MINIMISE _SHEET 6
BOWING OF THE CURTAIN: R INTERN:
- UP TO 3000mm DROP = 100mm H—L
- UP TO 4000mm DROP = 125mm 3. REMOVABLE ACCESS
- UP TO 5000mm DROP = 150mm _*_ PANEL ¢(MINIMUM 900mm
- N X 600mm> REQUIRED
— 1 ADJACENT AND BELOW
o MINIMUM - 50mm MOTOR AND HAND CHAIN
v AND PREFERABLY FULL
2. THE MINIMUM SLOT OF l25mm e ooy || LENGTH OF THE
SHOWN IS ONLY VALID IF 40mm GUIDE MOTOR ABOVE AND OPENING
CONDITIONS IN 1 (ABOVE) ARE o MOTOR BEHIND DO NOT BOX IN
MET UNTIL AFTER
INSTALLATION
175mmFOR MOTOR ABOVE & MOTOR MOTOR BELOW
BEHIND OPTIONS (SEE BELOW )
( ) (MOST COMMON CONFIGURATIOND [SCALE: NOT TO SCALE

INTERNAL BULKHEAD

CLEARANCE 800mm MINIMUM CLEARANCE 1200mm
COLUMN AND
TRUSS/BULKHEAD I
FRAME -
SEE 1 SHEET 6
ABOVE
B A ’_Y 1 A
REFER ——|
SHEET 6 L-D_TDR
FOR INTERNAL BEHIND
CLEARANCE
DROP HEIGHT |SEE 2. SEE 3.| | SEE 4.
SEF 1 ABOVE ABOVE LEFT
ABOVE \ —
[DUTSIDE [INsIDE
SEE 2. — ||| =—woTor z :
ABOVE 4. MINIMUM CLEARANCE BENEATH MOTOR BEHIND
BUNDLE 220mm PLUS 20mm FOR
2%5&' EVERY ADDITIONAL 1000mm IN [SCALE: NOT TO SCALE
DROP HEIGHT ABOVE 2100mm
MOTOR ABOVE

Mirage Doors has a continuous program of product development and reserves the right to change specifications at any time without notice.

PLEASE NOTE: I. IF INADEQUATE ACCESS IS PROVIDED MIRAGE WILL NOT BE HELD RESPONSIBLE FOR
MAINTENANCE NOR THE COSTS INCURRED TO CREATE ADEQUATE ACCESS
2. MIRAGE SERIES 3 ROLLER SHUTTERS WEIGH APPROXIMATELY 25KG/M?. THEREFORE THE SHUTTERS MUST BE
INSTALLED TO STRUCTURAL SUPPORTS, LE. RHS STEEL POSTS, CORE FILLED MASONRY, TILT UP CONCRETE PANELS
. ALL STRUCTURAL SUPPORTS FOR BRACKETS AND SIDE GUIDES TO BE PROVIDED BY OTHERS
. THE ABOVE DETAILS ARE ONLY APPLICABLE TO THE MIRAGE SERIES 3 ROLLER SHUTTER
. ALL WIRING AND SETTING OF LIMITS BY OTHER
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